Apr.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

PRODUCTION LOT NO
TlLoe
Ok

=
N
l-| |
L}
I
)
)

Ll b

2,5 +£0.15

POLARIZATION MARK

HRS MARK

(3. 57 :DIMENSION FOR FPC OPENING )

4.35 £ 0.1
B(20: 1) _ ?OQL
_ &6
// / S@\
/ (o)
/ e %\
— Z i
w B Vil 1
= / ,/’ _H -~
\\__/— e 1 C O& ;
) N LA il
0 -~ —q 0
| " l
[1>[2> 0. 19 A 0.5 <a]<2]
0.5 0.1 (1.3) 0.410.1
2.150.2
2.510.15 0.57° <3]

o€

RECOMMENDED LLAND PATTERN: METAL MASK (FREE)

RECOMMENDED METAL MASK THICKNESS:t=0.10

o]
0.3%0.05 (LAND PATTEAN) S
0. 25t 0. 05(METAL MASK) & [o1]o]
| L
S 11} 580 8 O O =
s e e ol ol ol =
O T
@ i 1t
(0.05) |
41£ 0.1 | =
(0.2) &
< LyEod -
X~ &
Q@@
Q@ RECOMMENDED FPC(FREE)
3.5 40,05
0.5 +0.07 2.5+ 0.03
0.35£0.03
0.5+£00
) 2 0.210.03
o= . S )
" i

RECOMMENDED STIFFENER MATERIAL :POLYIMIDE. HEAT CURED ADHESIVE.
DIMENSION E MUST BE O.5mm MINIMUM WHEN THE STIFFENER IS SHORTER THAN 3.5mm.

4 PHOSPHOR BRONZE TIN PLATING(REFLOW FINISHED) 9 (CONNECTOR)
NOTE [ 4 > LEAD CO-PLANARITY INCLUDING REINFORCED METAL FITTINGS SHALL BE 0.1 MAX. (PLATED MATERIAL) i#m MIN OVER COPPER O.Skm MIN 8 | POLYSTYRENE
@ DIMENSION : FROM REFERENCE A. 3 PHOSPHOR BRONZE (CONTACT AREA: LEAD)GOLD PLATING 0.05em MIN OVER NICKEL 1#m MIN 7 POLYESTER
[3> DIFFERENCE OF EACH CONTACT LEAD TO BE MAX 0. 1. R e 6| POLYSTYRENE
4 T0O BE DELIVERED WITH TAPE AND REEL PACKAGES. 2 LCP BROWN uLS4v-0 5 PHOSPHOR BRONZE TIN PLATING(REFLOW FINISHED)
SEE ATTACHED PACKAGING SPECIFICATIONS FOR DETAILS. 1 |ier BEIGE UL94v-0 (PLATED MATERIAL) | 1#m MIN OVER COPPER 0.5km MIN
5 NOTE THAT PREVENTIVE HOLE FOR SINK MARK COULD BE ADDED FOR IMPROVEMENT. NO. | MATERIAL FINISH . REMARKS NO. | MATERTAL FINISH . REMARKS
UNITS g SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm @ 5:1 A
APPROVED :RI. TAKAYASU 09.01.28 DRﬁ\gING EDC3-155621-07
HIROSE ~  fcyeceo < TH. MURAI 09.01. 28 [5apr
m E(L)ECE[I)C DESIGNED : S 1. MIZUSAWA 09.01. 28 | NO. FH19C-65-0. 5SHUT0)
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FORM HCO011-5-7 | 2 3 4 5 | 6 | 7 | 8
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DIRECTION OF UNREELING

PORTION EQUIPPED WITH CONNECTORS

VACUUM PICK UP AREA

LEADER(400m MIN)
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\\\\\ EMBOSSED CARRIER TAPE

\\ 10 EMPTY COMPONENT COMPARTMENTS MIN

‘ \. T0P COVER TAPE

\\ 10 EMPTY COMPONENT COMPARTMENTS MIN

NOTE 6 THE DIMENSIONS IN PARENTHESES ARE FOR REFERENCE.

/7 PER REEL : 5000 CONNECTORS.

(21. 4:0UTSIDE)

8 REFER TO JIS C 0806 (PACKAGING OF COMPONENTS FOR AUTOMATIC HANDLING. )
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