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Power distribution

You safely and efficiently distribute electricity to the
power consumers with our W-Series feed-through ter-
minal blocks and our optimised WPD phase distribution
blocks.

General ordering data

Version End plate for terminals, beige, Height: 87.8 mm,
Width: 1.5 mm, V-2, Polyamide 66, Snap-on: Yes

Order No. 1615280000

Type AP MAK2.5

GTIN (EAN) 4008190193850

Qty. 20 ST

Creation date 05.07.2025 01:51:39 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/1615280000
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Technical data
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Approvals

ROHS Conform

Dimensions and weights

Depth 55.75 mm Depth (inches) 2.1949 inch
Height 87.8 mm Height (inches) 3.4567 inch
Width 1.5 mm Width (inches) 0.0591 inch
Net weight 48g

Temperatures

Storage temperature -25°C..55 °C Ambient temperature -5°C..40°C
Continuous operating temp., min. -50 °C Continuous operating temp., max. 100°C
Environmental Product Compliance

RoHS Compliance Status Compliant without exemption

REACH SVHC No SVHC above 0.1 wt%

Product Carbon Footprint Cradle to gate 0.045 kg CO2eq.

Material data

Material Polyamide 66 Colour beige

UL 94 flammability rating V-2

System specifications

Version End plate

Additional technical data

Snap-on Yes

Classifications

ETIM 6.0 EC000886 ETIM 7.0 EC000886
ETIM 8.0 EC000886 ETIM 9.0 EC000886
ETIM 10.0 EC000886 ECLASS 9.1 27-14-11-33
ECLASS 10.0 27-14-11-33 ECLASS 11.0 27-14-11-33
ECLASS 12.0 27-14-11-33 ECLASS 13.0 27-25-03-01
ECLASS 14.0 27-25-03-01 ECLASS 15.0 27-25-03-01
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