


�Ù��PACKAGING SPECIFICATIONS

<Bulk pack specifications>
�Ô The smallest unit of bulk pack in a plastic bag is 10 pcs. 

per pack.
Orders will be accepted for unit of minimum 10 pcs., i.e., 
10, 20, 30 pcs., etc.

�Ô Boxing of bulk in a plastic bag is performed with 10 pcs. 
(Top setting type is 50 pcs., side setting type is 25 pcs.) 
per box.

�Ù SWITCHES WITH KNOB AS EXTENDED SHAFT	 (Unit: mm)

�Þ Knob can’t be dettached due to being fixed. Simple knob can’t be sold.

The large knob is common to S-1000A, S-2000A, SA-5000 series.
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<Tray packaging specifications>
�Ô Tray version is packaged in 50 pcs. per tray. Orders will be 

accepted for units of 50 pcs., i. e., 50, 100, 150 pcs. etc.
�Ô Tray version is boxed with 10 trays.

�Ù SCHEMATIC DIAGRAMS
�Ô A type
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�Ô C type
Built-in diodes
(Housing color  Black)

�Ô D type
Built-in diodes
(Housing color  Black)

�Ô B type
Built-in pull-up resistors and built-in diodes
(Housing color  Red)

The terminal P is a vacant 
terminal.

The terminal P is a vacant 
terminal.

SA-5000
ROTARY CODED SWITCHES




