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  Terminals & Splices >  Quick Disconnects

 Mating Tab Thickness: .81 mm [ .032 in ]

 Mating Tab Width: 6.35 mm [ .25 in ]

 Wire Size: .82 – 2.08 mm²

 Quick Disconnect Terminal Type: Receptacle

    

Features

Product Type Features

Insertion Force Low

Configuration Features

Compatible With Wire & Cable Type Discrete Wire

Connection Capacity Single

Contact Features

Quick Disconnect Terminal Type Receptacle

Mating Tab Width 6.35 mm[.25 in]

Mating Tab Thickness .81 mm[.032 in]

Terminal Orientation Straight

Contact Base Material Brass

Terminal Plating Material Unplated

Crimp Type F-Crimp

Barrel Type Open

Termination Features

Product Terminates To Wire & Cable

 

 170454-1  ACTIVE

 Positive Lock

 TE Internal #: 170454-1

Quick Disconnect Receptacle, Uninsulated, 18 – 14 AWG, .82 – 2.08 

mm² Wire, 6.35 mm [.25 in] Tab Width, F-Crimp, Straight, Brass, 

Positive Lock 250

View on TE.com >

Positive Lock 250|

https://www.te.com/en/plp/ZJm045.html
https://www.te.com/en/product-170454-1.html
https://www.te.com/en/plp/XrpxDo.html
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Product Terminates To Wire & Cable

Mechanical Attachment

Wire Insulation Support With

Mating Retention Type Dimple

Extraction Force .5 – 3 kgf

Dimensions

Product Length 22.8 mm[.89 in]

Compatible Insulation Diameter Range 2.21 – 3.4 mm[.087 – .134 in]

Terminal Material Thickness .41 mm[.016 in]

Wire Size .82 – 2.08 mm²

Usage Conditions

Insulation Option Uninsulated

Operating Temperature Range -40 – 110 °C[-40 – 230 °F]

Industry Standards

Compatible With Agency/Standards Products UL

Packaging Features

Packaging Quantity 3000

Packaging Method Reel

 TE Part # 9-172320-2

POSIT LOCK HSG 1P BLACK VO94

 TE Part # 174090-2

PL .250 (6.3 MM) HOUSING

 TE Part # 174090-1

1P POSITIVE LOCK HSG

 TE Part # 2150378-1

OCEAN_2.0_Applicator-E-110F170F-

REM

 TE Part # 7-2150378-7

OCEAN_2.0_SPARE_PART_KIT-

110F170F

 TE Part # 2219341-1

250 TAB CONT FOR GLASS ANT

 TE Part # 172320-2

POSITIVE LOCK 250 (6.3 MM) 

HOUSING

 TE Part # 2150378-2

OCEAN_2.0_Applicator-E-110F170F-

REA

Compatible Parts

https://www.te.com/en/product-9-172320-2.html
https://www.te.com/en/product-174090-2.html
https://www.te.com/en/product-174090-1.html
https://www.te.com/en/product-2150378-1.html
https://www.te.com/en/product-7-2150378-7.html
https://www.te.com/en/product-2219341-1.html
https://www.te.com/en/product-172320-2.html
https://www.te.com/en/product-2150378-2.html
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TE Part #5-179464-1

POWER DBL LOCK CAP HSG F/H 3P

(GWT)

TE Part #5-179463-1

POWER DBL LOCK CAP HSG F/H 2P

(GWT)

TE Part #170456-1

PL 250 AUTOMOTIVE REC 12-10 0.40 

X 21 BR

TE Part #170233-1

PL 250 REC 0.5-2.27 MM2 BR

Quick Disconnects(171)

Insulation Boots & Sleeves(5)Insertion & Extraction Tools(3)Crimp Terminal Housings(176)Automotive Terminals(1)

 TE Part # 724659-2

EXT TOOL FOR POSITIVE .250

 TE Part # 172320-1

POSITIVE LOCK 250 (6.3 MM) 

HOUSING

 TE Part # 172864-2

250 HSG. REC. 6mm 2P BLACK

 TE Part # 172320-4

POSITIVE LOCK 1P GREEN

 TE Part # 172434-2

POSITIVE LOCK 250 (6.3 MM) 

HOUSING

 TE Part # 172434-1

POSITIVE LOCK 250 (6.3 MM) 

HOUSING

 TE Part # 172863-2

POSITIVE LOCK (PL) .250 (6.3 MM)

 TE Part # 172433-2

250 AUTOMOTIVE POSTIVE LOCK 2P

 Also in the Series Positive Lock 250

Customers Also Bought

https://www.te.com/en/product-5-179464-1.html
https://www.te.com/en/product-5-179463-1.html
https://www.te.com/en/product-170456-1.html
https://www.te.com/en/product-170233-1.html
https://www.te.com/en/plp/quick-disconnects-positive-lock-250/Y30dJXrpxDo.html
https://www.te.com/en/plp/insulation-boots-sleeves-positive-lock-250/Y3140XrpxDo.html
https://www.te.com/en/plp/insertion-and-extraction-tools-positive-lock-250/Y4479XrpxDo.html
https://www.te.com/en/plp/crimp-terminal-housings-positive-lock-250/Y313zXrpxDo.html
https://www.te.com/en/plp/automotive-terminals-positive-lock-250/Y30g2XrpxDo.html
https://www.te.com/en/product-724659-2.html
https://www.te.com/en/product-172320-1.html
https://www.te.com/en/product-172864-2.html
https://www.te.com/en/product-172320-4.html
https://www.te.com/en/product-172434-2.html
https://www.te.com/en/product-172434-1.html
https://www.te.com/en/product-172863-2.html
https://www.te.com/en/product-172433-2.html
https://www.te.com/en/plp/XrpxDo.html
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TE Part #2822395-1

070 ECONOSEAL MARK-2+ PLUG 10P

TE Part #2203773-1

4POS, MCON 1.2 CB REC 1p TL 

SEALED

TE Part #2174106-1

PLUG HOUSING ASSEMBLY 50POS 0.5

/1.0

TE Part #1674311-8

0.64 III RCPT NON SEALED Au

TE Part #1376235-1

MQS SOCKET HSG 3P ASSY

TE Part #179720-1

187 HSG. PL MKII REC. 10mm 2P NAT

Documents

Product Drawings

PL 250 AUTOMOTIVE REC 18-14 0.40 X 21 BR

English

CAD Files

3D PDF

3D

Customer View Model

ENG_CVM_CVM_170454-1_T.2d_dxf.zip

English

Customer View Model

ENG_CVM_CVM_170454-1_T.3d_igs.zip

English

Customer View Model

ENG_CVM_CVM_170454-1_T.3d_stp.zip

English

By downloading the CAD file I accept and agree to the  of use.Terms and Conditions

Product Specifications

Crimping of 250 Series, Automotive Positive Lock Receptacle Contact

English

Application Specification

English

Instruction Sheets

Instruction Sheet (non U.S.)

English

Instruction Sheet (non U.S.)

https://www.te.com/en/product-2822395-1.html
https://www.te.com/en/product-2203773-1.html
https://www.te.com/en/product-2174106-1.html
https://www.te.com/en/product-1674311-8.html
https://www.te.com/en/product-1376235-1.html
https://www.te.com/en/product-179720-1.html
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=170454&DocType=Customer%20Drawing&DocLang=English&DocFormat=pdf&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_170454-1&DocType=Customer%20View%20Model&DocLang=3D&DocFormat=pdf&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_170454-1&DocType=Customer%20View%20Model&DocLang=English&DocFormat=2d_dxf.zip&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_170454-1&DocType=Customer%20View%20Model&DocLang=English&DocFormat=3d_igs.zip&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_170454-1&DocType=Customer%20View%20Model&DocLang=English&DocFormat=3d_stp.zip&PartCntxt=170454-1
https://www-stage.te.com/en/policies-agreements/terms-of-use-te-com.html
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=114-5060&DocType=Specification%20Or%20Standard&DocLang=English&DocFormat=tif&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=114-5060&DocType=Specification%20Or%20Standard&DocLang=English&DocFormat=pdf&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=411-5154&DocType=Specification%20Or%20Standard&DocLang=English&DocFormat=pdf&PartCntxt=170454-1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=411-5154-1&DocType=Specification%20Or%20Standard&DocLang=Japanese&DocFormat=pdf&PartCntxt=170454-1
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Instruction Sheet (non U.S.)

Japanese

https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=411-5154-1&DocType=Specification%20Or%20Standard&DocLang=Japanese&DocFormat=pdf&PartCntxt=170454-1

