Data Sheet | ltem Number: 780-456

Staggered jumper; from 1 to 6; insulated; gray W E u
https://www.wago.com/780-456

Color: M gray

Ratings per IEC/EN

Nominal voltage (IlI/3) 400V
Rated impulse withstand voltage (Il / 3) 6 kV
Rated current 24 A

Width 24.5mm/0.965 inches
Height 6 mm/0.236 inches
Jumper assignment 1-6

Note (material data) Information on material specifications can be found here
Color gray

Fire load 0.017 MJ

Weight 23¢9

Product Group 17 (TOP JOB Installation Terminal Blocks)
PU (SPU) 50 (25) pcs

Packaging type Box

Country of origin DE

GTIN 4044918271028

Customs tariff number 85366990990
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UNSPSC 39121410

eCl@ss 10.0 27-14-11-40

eCl@ss 9.0 27-14-11-40

ETIM9.0 EC000489

ETIM8.0 EC000489

ECCN NO US CLASSIFICATION

RoHS Compliance Status Compliant,No Exemption

Environmental Product Compliance

Compliance Search

Documentation

Bid Text

780-456 doc
28.04.2017 24.00KB \l/

CAD/CAE-Data
CAD data CAE data

WSCAD Universe
780-456 \]/

Commoning
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Staggered jumpers are suitable for sophi-  Staggered jumpers are suitable for sophi-
sticated circuit requirements. Push jum- sticated circuit requirements. Push jum-
pers down until fully inserted! pers down until fully inserted!

Page 2/3 Version 05.09.2025 Continued on next page


https://www.wago.com/780-456
https://www.wago.com/de/d/ComplianceLinkMediaContainer_780-456
https://www.wago.com/de/d/2258886
https://www.wago.com/de/d/2258895
https://www.wago.com/de/d/3D_URLS_780-456
https://www.wago.com/de/d/EPLAN_URLS_780-456
https://www.wago.com/de/d/WSCAD_URLS_780-456
https://www.wago.com/de/d/Zuken_URLS_780-456

Subject to changes. Please also observe the further product documentation!

Current addresses can be found at: www.wago.com
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